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AMENPMENTS TO THE CLAIMS 

1. (Currently Amended) A method for providing surveillance services within a jacket 
data communication network, wherein the communication network includes a bearer 
distribution network for flAm fflunication - a f transport of Internet Protocol bearer 
information traffic associated with a surveillance target, the method comprising the steps 
of: 

receiving s bv a surveillance server, a request for surveillance services from a 
requesting agency; 

transmittin g, bv the surveillance server, a surveillance message to a collection 
gateway, the surveillance message includ e s comprising surveillance information 
associated with The request; mA 

transmitting call signaling information to the bearer informati on distribution 
network^ and 

wherein responsive to the call signaling information, directing tho bearer 
di stribution notwork - directs Th e IP bearer information traffic associated with the 
surveillance tarpet to the collection gateway via the bearer distribution network and 
without the interposition of the surveillance server, and wherein the collection gateway is 
coupled to an access point being accessible to the requesting agency. 

2. (Original) The method of claim 1 , wherein the surveillance information comprises 
one of a surveillance feature, a surveillance target identiijier, a requesting agency 
identifier, and a case identifier. 

3. (Original) The method of claim 1, wherein the call signaling information comprises 
one of a surveillance target identifier, a timestamp, and a call identification. 

4. (Original) The method of claim 1 , wherein the call signaling information is associated 
with one one of a registration, a call connection, and a service invocation. 

5. (Original) The method of claim 4, wherein the service invocation comprises one of a 
call waiting, a conference call, a call forwarding, and a message retrieval. 
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6. (Canceled) 

7. (Currently Amended) A communication network for providing communication 
services to a subscriber, wherein the communication network includes a bearer 
distribution network for r^Trrninnioatinn of transport of I nternet Protocol (IF) bearer 
information traffic associated with a surveillance target, the communication network 
comprising: ;! 

a collection gateway feeiftg that is interfaced with the bearer distribution network 
and with a law enforcementaeencv: 

a surveillance server being thatjs interfaced with the bearer distribution network 
and the collection gateway, wherein the surveillance server coupled -te receives a request 
for surveillance services from a requesting agenc y, receives signa ling related to call set up 
for a call associated with the surveillance target, and in response to receipt of the 
signaling, announces the call to the collection gateway and provides surveillance-related 
signaling information to the collection gateway : and 

a-Gelt oetion gat e way boing interfaced with th e bearer distribution notwork, 

wherein the bearer distribution network is responsive to the surveillance server to 
direct the IP bearer in formation traffic associated with the surveillance target to the 
collection gateway without the interposition of the surveillance server, which bearer 
traffic and the surveillance-related signaling information can be accesse d bv the law 
enforcement agency via the collection gateway . 

8. (Original) The communication network of claim 7 4 wherein the surveillance server is 
part of a core network. 

9. (Original) The communication network of claim 8, wherein the core network 
comprises a feature server, wherein the feature server comprises one of a location server, 
a mobility server, a profile server, and an operation server. 
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10, (Original) The communication network of claim 9 S wherein the location server is 
interfaced with a radio access network. 

i 

1L (Original) The communication network of claim 8, wjherein the core network 
comprises a call control server. 

12. (Original) The communication network of claim 8, wherein the collection gateway is 
coupled to the core network, and wherein responsive to the surveillance server, the core 
network directs call signaling information to the collection gateway. 

13. The communication network of claim 12 further comprising an access point, the 
access point being accessible to a requesting agency. 

14. (Canceled) 

15. (Currently Amended) In a communication network providing communication 
services for a subscriber, wherein the communication network includes a bearer 
distribution network for Q Q fl amuiiic ^ieH-^f transport of Internet Protocol (IP) bearer 
ifrfkEftftfeeft traffic associated with a surveillance target, and wherein a server operates in 
accordance with a computer program embodied on a computer-readable medium for 
providing surveillance within the communication network, the computer program 
comprising: 

a first routine that directs the server to receive a request for surveillance services 
from a requesting agency; 

a second routine that directs the server to transmit a surveillance message to a 
collection gateway, the surveillance message includes surveillance information associated 
with the request; and 

a third routine that directs the server to transmit call signaling information to the 
bearer information network, 
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wherein responsive to the call signaling information, the bearer distribution 
network directs the bearer information traffic to the collection gateway without the 
interposition of the surveillance server, and wherein responsive to the surveillance 
information, the collection gateway" directs the bearer informati eft traffic to an intercept 
access point for communication to the requesting agency. J 

i 

16. (Original) The computer program of claim 15, wherein the surveillance information 
comprises one of a surveillance feature, a surveillance target identifier, a requesting 
agency identifier, and a case identifier. | 

17. (Original) The computer program of claim 15, wherein the call signaling information 
comprises one of a surveillance target identifier, a timestamp, and a call identification. 

18. (Currently Amended) The computer program of claim 15, wherein the call signaling 
information is associated with one ene of a registration, a call connection, and a service 
invocation. 

19. (Original) The computer program of claim 18, wherein the service invocation 
comprises one of a call waiting, a conference call, a call forwarding, and a message 
retrieval. 

20. (Canceled) 
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